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          CATALOG  NUMBER:

                      ITEM CODE                  WATT                   CCT                  BEAM ANGLE                 VOLTAGE                      OPTION                    

BATTEN LIGHT    BL

SURFACE OR PENDANT MOUNT INSTALLATION
STEEL HOUSING 
WHITE POWDER COAT POLYESTER PAINT FINISH
POLYESTER END CAP
POLYCARBONATE LENS
IP RATING: IP44
BEAM ANGLE 120°
WORKING TEMPERATURE: -20°C TO +40°C
INPUT VOLTAGE 120VAC 60HZ
CRI 80
CCT 3500K / 4000K 
L80-50 000HRS
SUITABLE FOR DAMP LOCATION 
3 YEAR WARRANTY 

CONSTRUCTION
•	 Polycarbonate lens 
•	 White powder coat
•	 Length: 2 ft / 4ft
•	 IP44
•	 Dimmable

Item Code Watts(W) Lumens 
( LM)

CCT Diameter Voltage

BL-20W-XXK-120 20 1900 3500K / 4000K 2 ft
120-277 V

BL-40W-XXK-120 40 3800 3500K / 4000K 4 ft

MODELS

ELECTRICAL
•	 120/277 VAC 60Hz
•	 PF>0.93
•	 THD<15%

COMPLIANCE

MOUNTING

•	 ETLc
•	 ICES 005 B
•	 CSA 22.2 NO25.0

•	 Surface mounting 
•	 pendant mounting 

2ft / 4 ft 2.8”

1.5”
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